CUIA
SILART | &&veu
TEXHOMNOrm

UIbTPYIOUIUE BEHTUNATOPBI IP55

Filterfans IP55

GSV-2001

Mpon3BOAMTENBHOCTb, M/

Cleaning degree EN 779

Airflow, m/h 96
HanpsskeHue nutaHus, B

Voltage, V 230
lNoTpebnsemas MOWHOCTb, BT

Power capacity, W 21
YpoBeHb WwyMma, ob

Noise, dB 39
CTeneHb 3aLmThl,

International protection marking IP55
[@abapuTHble pa3mepbl, MM 204 x 204 x 98
Overall dimensions, mm

Pa3mep MOHTa)HOro Bblpesa, MM 177 x 177
Mounting cutout dimensions, mm

Knacc ounctkm no EN 779 G4

lloaLmnHmuk Or10pbl KPbl/IbYaTKU

[MoaWMNHUK KayeHus

Bearing Ball bearing
HapaboTtka Ha oTka3, u 50 000
MTBF, h
[lmanasoH paboumx Temneparyp, °C -10..+70
Operating temperature range, °C
Bec, kr 0,93
Weight, kg

204 o8

204

1770

CootBercrByeT:
Complies with:

TP TC 01072011
TP TC 004/2011
TP TC 020/2011
rOCT 11442-90
roCT 31350-2007

[FanaHT ONeKTpoHUKC
(495)745-28-60



